
The NEXT Generation of Exterior
Millwork for Premium Performance

Indistinguishable from wood when painted • Will not rot or decay 
Easy to work with and sand • Minimal head size fasteners required • Will not cycle moisture 

Has no clearance requirements from grade, roofs, or patios 
Highly Stable • Widely accepted by discerning Historical Architectural Review Boards

No need to prime or seal cut edges • Can be painted any color • Made in America



Stock DURATION® Moulding Profiles

Not drawn to scale.

DURATION® Poly-ash Composite mouldings can 
be cut, drilled, routed, nailed and installed just like wood 
mouldings. No special tools are required. Simply dedicate 
carbide blades for working exclusively with poly-ash 
composite materials. 

DURATION® Consistently Provides:

D8578 - 8 ft
11/16" x 1-1/8"

D164 - 8 ft
11/16" x 1-3/8"

D210 - 8 ft
7/8" x 1-5/8"

D75 - 8 ft
9/16" x 1-9/16"

D24 - 8 ft
5/8" x 3/4"

D269 - 1-3/8" x 2" x 8'
D26916 - 1-3/8" x 2" x 16'

D93 - 8 ft
11/16" x 11/16"

D69 - 8 ft
1-3/8" x 1-3/8"

D197 - 8 ft
11/16" x 1-5/8"

D105 - 8 ft
11/16" x 11/16"

D197H - 8 ft
7/8" x 1-5/8"

D45 - 16 ft
11/16" x 5-1/4"

D47 - 16 ft
11/16" x 4-5/8"

D80 - 16 ft
11/16" x 4-1/4"

D49 - 16 ft
11/16" x 3-1/2"

D70 - 16 ft
9/16” x 2-5/8”

D52 - 16 ft
11/16" x 2-1/2"

D180 - 1-7/32" x 2" x 8'
D18016 - 1-7/32" x 2" x 16'

D31 - 8 ft
11/16" x 1-1/4"

D32 - 8 ft
1/2" x 1-3/16"

D794 - 16 ft
1-3/8" x 2-3/4"

D8416 - 8 ft
11/16" x 1-9/16"

D211 - 15/16" x 2-1/4" x 8'
D21116 - 15/16" x 2-1/4" x 16'

D217 - 8 ft
11/16" x 1-7/8"

D154 - 16 ft
1-1/8" x 1-3/4"

Over 350 Semi-Custom profiles available  
or we can match a profile for you.

DURATIONMillwork.com

•  Quick Quoting and Proposal Generation 
•  Design Guidance
•  Value Engineering Services
•  Professional Shop Drawings
•  Excellent Lead Times on Standard and 
    Custom Profiles & Assemblies

D6930 - 16 ft
1-3/4" x 2-1/8"



Please Note: DURATION® Mouldings and Millwork are NON-Structural

“I salute the folks at DURATION® for developing the next  
generation of sustainable, high-performance exterior trim, made 
entirely from BORAL TruExterior® Trim and Siding. Poly-ash composite 
material is impermeable, won’t rot, twist, check, or crack - it 
barely shrinks or expands, can be painted any color (even black!), 
mills extremely smooth, can be fastened with finish nails, and takes 
paint without any special preparation. Like most carpenters, wood 
is always my first choice, but for projects where low maintenance is 
desired or where material is exposed to harsh conditions, DURATION® 

is an easy-to-install and reliable solution.”

-Gary Katz

“There’s no better option for builders 
focused on clients in the high-end, 
traditional market.  I’ve used a ton of 
products over my years in the business. 
I thought Boral’s bevel was the best 
alternative to wood with the most 
authentic look.”

- John Hourihan
Brookes + Hill Custom Builders, Inc

Historical Quoin Replication
Old South Church Boston, MA

Custom Siding, Casing, and Sills
Private Residence Kiawah Island, SC

Custom Channel Siding
Private Residence Princeton, NJ

DURATION® is the industry leader in  
poly-ash composite moulding and custom millwork  

production and produces all material from 
TruExterior® Trim and Siding Products.

NEW STANDARD Shake Panels & Wide Trim Boards

48" long, smooth face, even butt shake panels are 
now stocked in 1/2" butt with 6" reveal and 5/8" butt 
with either 6" or 8" reveal.

15/16" thick x full 18" wide x 16' long trim 
boards are now stocked.



DURATION® is the best choice 
in siding, exterior trim, and millwork - 

let us show you why

• Remain exceptionally stable
• Not rot or decay
• Not require clearance from grade, roofing, or patios
• Be painted ANY color
• Come in all 16’ lengths with no finger-joints
• Be easy to cut, sand, patch, and repair if damaged
• Be indistinguishable from wood when painted
• Be undesireable to termites, carpenter bees, squirrels, 
• woodpeckers, and other pests
• Not need back or edge priming or sealing
• Be accepted in towns with materials subject to
• Historical Architectural Review Boards
• Be environmentally friendly - minimum 70% recycled
• content, verified by SCS Global Services
• Have the California Fire WUI Listing
• Be properly installed in any temperature
• Be able to be mitered or woven at corners
• Be available in non-standard sizes

Can your siding do this?

1" x 3-1/2" x 16' Outside Corners
1" x 5-1/2" x 16' Outside Corners

T&G Ends for Easy Stacking

Please visit 
DURATIONmillwork.com 

for more information

Made in the U.S.A.
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888-388-7852
info@durationmillwork.com

Beveled Siding Stock Profiles
Smooth or Woodgrain Face

® 

@DurationMouldingandMillwork

1/2" x 5-1/2" x 16'

1/2" x 7-1/4" x 16'

5/8" x 7-1/4" x 16'

5/8" x 7-1/4" x 16' Beaded

5/8" x 8-1/4" x 16'

5/8" x 9-1/4" x 16'

5/8" x 11-1/4" x 16'

Natick, MA
Pictured: DURATION®

Beveled Siding


